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包衣参数 
     雅克宜®包衣产品为适用于固体制剂的水性肠溶薄膜包衣系统。以下列举的包衣参数和数据主要来自于卡

乐康的应用数据，仅供参考。个别产品和包衣设备的具体条件可能会造成包衣参数的不同，具有丰富经验的卡

乐康专业技术人员会帮助您确定优化包衣参数。 

推荐包衣参数参考表 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

包衣锅类型 
高效包衣锅 改造糖衣锅 

O'Hara Labcoat M O'Hara Labcoat I BAMTRI BG10D 
(北航) 

BAMTRI BG150E 
(北航) BY300 

锅体尺寸 
cm 30.5 38.1 61 120 30 

in 12 15 24 47.2 11.8 
包衣料液配制 

溶剂   纯净水 纯净水 纯净水 纯净水 纯净水 

固含量 % w/w 20 20 20 20 20 

包衣要求 
理论增重 % w/w 8 以上 8 以上 8 以上 8 以上 8 以上 

片芯装量 公斤 0.8-1.0 3-4 10-12 100-130 0.6-1.0 

喷枪设置 

喷枪类型 型号 Schlick 970/7-1 
S75 

Schlick 970/7-1 
S75 BAMTRI(北航) BAMTRI(北航) Lotus (莲花)2B 

喷枪数量   1 1 1 3 1 

喷嘴直径 
mm 1 1 1 1 1 

in 0.04 0.04 0.04 0.04 0.04 

喷枪与片床距离 
cm 8-10 8-10 18-23 20-25 6-7 

in 3.2-3.9 3.2-3.9 7.1-9.1 7.9-9.8 2.4-2.8 

喷枪间距 
cm 无 无 无 14 无 

in 无 无 无 5.5118 无 

雾化空气压力 
bar 1.5 1.5 1.5 2.5 1.5 

psi 21.33 21.33 21.33 35.56 21.33 

吹扁气压力 
bar 1.5 1.5 1.5 2.5 1.5 

psi 21.33 21.33 21.33 35.56 21.33 

包衣过程参数 
干燥空气量 m3/小时 60-80  200-240 100-130 1000-1300 10 

锅速 rpm* 12-18  5-9  4-7  3-6 15-20 

预热片床温度 
°C 28-30 28-30 28-30 28-30 28-30 

°F 82-86 82-86 82-86 82-86 82-86 

进风温度 
°C 45-55 45-55 45-55 45-55 65-75 

°F 113-131 113-131 113-131 113-131 149-167 

片床温度 
°C 28-30 28-30 28-30 28-30 28-30 

°F 82-86 82-86 82-86 82-86 82-86 

喷量 克/分钟  8-10 7-12 15-30 150-200 3-4 

包衣时间 分钟 60-70 90-100 140-160 220-240 50-60 

*设定恰当的包衣锅转速，使得片芯的搅拌能够均匀。片芯的大小，性状，脆碎度和搅拌挡板的类型均能影响锅速的设定。 
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The information contained herein, to the best of Colorcon, Inc.’s knowledge is true and accurate.  Any recommendations or 
suggestions of Colorcon, Inc. with regard to the products provided by Colorcon, Inc. are made without warranty, either implied or 
expressed, because of the variations in methods, conditions and equipment which may be used in commercially processing the 
products, and no such warranties are made for the suitability of the products for any applications that you may have disclosed.  
Colorcon, Inc. shall not be liable for loss of profit or for incidental, special or consequential loss or damages. 
 
Colorcon, Inc. makes no warranty, either expressed or implied, that the use of the products provided by Colorcon, Inc., will 
not infringe any trademark, trade name, copyright, patent or other rights held by any third person or entity when used in the 
customer’s application. 

For more information, contact your Colorcon representative or call: 

North America Europe/Middle East/Africa                 Asia Pacific                        Latin America 
+1-215-699-7733 +44-(0)-1322-293000       +65-6438-0318      +54-11-4552-1565 

You can also visit our website at www.colorcon.com 

据卡乐康所知所信，此处所包含的信息是真实和准确的。卡乐康在其所提供产品方面的任何建议或者意见都不做任何保证，不论是明示或暗示的。因为对这

些产品进行商业处理时所使用的方法、条件和设备可能会发生变化，并且在您可能披露的任何应用方面没有对产品是否合适做出任何保证。对于所造成的利

润损失或者无意、特殊或者因果关系损失或者损害，卡乐康不承担任何责任。 
 
在对其所提供产品在用于客户应用程序时不会侵犯任何第三方或者机构所拥有的任何商标权、商标名、版权、专利或者其他权利方面，卡乐康没有进行任何

保证，不论是明示或暗示的。 
 

更多信息请与卡乐康中国联系，电话:+86-21-54422222·传真:+86-21-54422229 

www.colorcon.com.cn · marketing_cn@color.com 

北美 欧洲/中东/非洲 亚太区 拉丁美洲 
+1-215-699-7733 +44-(0)-1322-293000 +65-6438-0318 +54-11-4552-1565 

www.colorcon.com 


